BARSHR

Specifications

8 /DESCRIPTION

B4R A M /International specification

UN200SC
895/2000

UN260SC
1269/2600

UN320SC
1885/3200

BLEER Screw diameter mm 53 60 68

BERENER Shot volume cm’® 518.4 749.3 1071.3
9(%) 429 620 887

Shot weight (PS)

e M oot (BS) oz (#8) 15.1 21.8 31.2

BRESN Injection pressure MPa 172.8 169.4 176.1

WAKEEBL Screw L:D ratio 24:1 241 24:1

BAESEE Max. injection speed mm/s 450 450 450

RELTR Screw stroke mm 235 265 295

| 339 Screw speed(stepless) r/min 0-218 0-205 0-192

i Clamping force kN 2000 2600 3200

FHTE Opening stroke mm 460 490 580

AR Platen size mm 750x 750 820 x 820 950 x 950

EEENEE Space between tie bars mmxmm 510x510 570x570 710x670

PVt S8 Max. Daylight(Min.-Max) 980 1100 1240

#FHE (BW-|E) Moldthickness(Min.-Max) mm 180-520 195-610 220-660

HERY TR Hydraulic ejection stroke mm 80 au au

T #F 3 Ejector number 4

i ETA H 71 Hydraulic ejection force 123 123

MERGESN Hydraulic system pressure MPa 17.5 17.5 17.5

WMEDE Pump motor kw 22422 30+30 37455

BAR Heating capacity temp KW 19 1 22 28

BEEHEY Number of temp. control zones

F AR Dry cycle time

HEER Oil tank capacity L 520 620 730

SR+ Machine dimensions 3x1.5x1. 9x1.5x2. 4x1.6x2.

e 0 (LaWxH) mxmxm 5.3x1.5x1.9 5.9x1.5x2.2 6.4x1.6x2.2

BRHE Machine weight kg 6100 11000 14500

#7% | Remarks

* ELENER-IBNNERERCEN TR

* TEESR-EEEHERK0.92(LIGPPSH);

o ZATRENHEPERSDETIEORY, AOHEE, BFBTEA. HEPOSRRARHRSE, FRUKDHE.

. . PCPMMAS LRHEH)

© Shot volume = Barrel sectional area x Injecion stroke.

. inform us when you have other special requirements.




